
DX
METAL
DECONTACTOR™
  20 A / 32 A / 63 A / 125 A / 200 A

      II2 G D Ex de IIC, tD A21
    IP65 WATER- AND DUST-TIGHT
   INTEGRATED LOAD-BREAK SWITCH
    LOCKING IN ON/OFF POSITIONS BY KEYING AXIS

DX decontactors are designed for hazardous areas, with ‘de’ protection mode. They 
comply with the ATEX 94/9/CE Directive (2014/35/EU from April 20 2016). They can also 
be used in zones 1 & 2 (Gas) and zones 21 & 22 (Dust). They are certified according to 
IECEx standards.

 MECHANICAL FEATURES

  •  Enclosure “d”: during connection 

and disconnection, electric arc is 

contained and cannot reach the 

outside of the enclosure.

  •  Aluminium corrosion-free casing
  •  IK10 shock resistance
  •  External male contacts: these pins 

engage with the spring-loaded 
silver-nickel butt contacts inside 
the socket

  •  IP65 lid
  •  ON/OFF indicator
  •  Design ensures compliance with 

interlock standard EN 60309-4 : no 
live contacts.

Connection:

Socket-outlet with a plug 

contact engaged: Closing of 

the dead butt-contact(s) ;

unlocking of the interior 

moulding.

 Interior moulding in the stand-

by position: Cut view of the

explosion-proof chamber.

Plug rotation:

Pressure on the springs. 

Switch contacts close 

immediately.

Reversed rotation of the plug: 

The switch contacts open 

immediately. Return of the 

plug to its “off” stand-by 

position.

Disconnection:

138

Dan Macey
1



DX decontactors comply with:

•   The ATEX 94/9/CE Directive (2014/35/EU from April 20 2016),
•    IEC/EN 60079-0, IEC/EN 60079-1, IEC/EN 60079-7 and IEC/EN 60079-31 international 

standards
•    The essential safety requirements of IEC 60309-1 & IEC 60309-4 international and 

European standards (plugs and socket-outlets for industrial purposes),
•    The French NF C 15-100 standard, 
•    The European ‘Machine Directive’ 2006/42/CE regarding equipment isolation,
•     The French decree dated 20 December 2011 pertaining to the wiring and operating 

conditions of movable electrical apparatuses,
•    The decrees relating to workers’ protection in Belgium, Spain and Italy,
 Also certified by NANIO (TR CU EAC) and VERITAS LCIE (Russian and French 

European and international notified bodies).

 DX1 DX3 DX6 DX9 DX2

 Rated current (In)  20 A 32 A 63 A 125 A 200 A

  Umax  750 V 750 V  750 V 750 V 750 V 

  Keying positions (1)  12 12 12 12 12

    Ambient temperature  -25 °C ≤ Ta ≤ +60 °C -40 °C ≤ Ta ≤ +60 °C

  Protection mode  «de» and «tD A21» for all DX

   ATEX zones Zones 1 & 2 (gas) Zones 21 & 22 (dusts) - for all DX

 (1) To distinguish between different power supplies and applications

 SPECIFICATION

IP65 plug and socket-outlet with «de» 
and «tD A21» protection mode for 
hazardous areas (ATEX) with integral 
load-break switching capacity, comply 
with MARECHAL® international 
standard.

TECHNICAL FEATURES

STANDARDS ASPECTS

DX
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 MARECHAL ELECTRIC MAROMME

II2 G D Ex de IIC tD A21

-25 °C ≤ Ta ≤ +60 °C T5 T84 °C

-25 °C ≤ Ta ≤ +50 °C  T6  T74 °C 

IECEx LCI 09.0014  /  LCIE 05 ATEX 6127

20 A
IP65

Voltage 50 Hz Polarity Part no. Part no. Part no.

 1P+N+E 2624015 2626015 8-13 mm 2621015

 3P+E 2624013 2626013 8-13 mm 2621013

 3P+N+E 2624017 2626017 8-13 mm 2621017

 � Other voltages, frequencies and contact configurations are available (see page 10).

SOCKET-
OUTLET female

DX1 (20 A)

  Rated current (with wiring according to standard) 20 A

 Maximum voltage 750 V

 IP protection lid closed IP65

 IP protection connected plug IP65

Shock resistance IK10

 Ambient temperature  -25 °C to +60 °C

 Flexible wiring (min-max) 2,5 - 10 mm2

Stranded wiring (min-max) 2,5 - 10 mm2

Other wiring on request

Keying positions 12

Protection mode de

 ATEX zones  1 & 2, 21 & 22

MAIN FEATURES

T
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 C
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  Wall box 90°
 262AB53

 Socket-outlet
 2624017

  WALL BOX DX1

  Plug
 2621017

 PLUG DX1

220 - 250 V

380 - 440 V

380 - 440 V

 INCLINED
APPLIANCE INLET 
male DX1 (20 A)

PLUG
male

DX1 (20 A)

LOCKING

 Locking position connected or disconnected by lockable shaft as standard.

DX1  DECONTACTOR™ METAL

 EACH SOCKET OUTLET OR INLET 

MUST BE ASSOCIATED WITH A 

BOX, A SLEEVE OR A HANDLE.

Wall box
metal 90°

Straight handle
metal

 Cable gland 

entry
Part no.

 Cable gland 

entry
Part no.

 M20 262AB53 8-13 mm  M20 262A963 8-13 mm

M25 262AB5325M 9-16 mm M25 262A95325M 9-16 mm

M32 262AB5332M 12-21 mm M32 262A95332M 12-21 mm

*    For alternatives with Earth continuity, please contact us

BOXES
  Ex metal cable gland 

included*

HANDLES
Ex metal cable gland 

included*
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 MARECHAL ELECTRIC MAROMME

II2 G D Ex de IIC tD A21

-25 °C ≤ Ta ≤ +60 °C T5 T84 °C

-25 °C ≤ Ta ≤ +50 °C  T6  T74 °C 

IECEx LCI 09.0014  /  LCIE 05 ATEX 6127

32 A
IP65

Voltage 50 Hz Polarity Part no. Part no. Part no.

 1P+N+E 2634015 2636015 9-16 mm 2631015

 3P+E 2634013 2636013 9-16 mm 2631013

 3P+N+E 2634017 2636017 9-16 mm 2631017

 � Other voltages, frequencies and contact configurations are available (see page 10).

SOCKET-
OUTLET female

DX3 (32 A)

  Rated current (with wiring according to standard) 32 A

 Maximum voltage 750 V

 IP protection lid closed IP65

 IP protection connected plug IP65

Shock resistance IK10

 Ambient temperature  -25 °C to +60 °C

 Flexible wiring (min-max) 2,5 - 10 mm2

Stranded wiring (min-max) 2,5 - 10 mm2

Other wiring on request

Keying positions 12

Protection mode de

 ATEX zones  1 & 2, 21 & 22

MAIN FEATURES

T
Y

P
IC
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 C
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A
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N

  Wall box 90°
 26 3A B53

 Socket-outlet
 26 34 017

  WALL BOX DX3

  Plug
 26 31 017

 PLUG DX3

220 - 250 V

380 - 440 V

380 - 440 V

 INCLINED
APPLIANCE INLET 
male DX3 (32 A)

PLUG
male

DX3 (32 A)

LOCKING

 Locking position connected or disconnected by lockable shaft as standard.

DX3  DECONTACTOR™ METAL

 EACH SOCKET OUTLET OR INLET 

MUST BE ASSOCIATED WITH A 

BOX, A SLEEVE OR A HANDLE.

Wall box
metal 90°

Straight handle
metal

 Cable gland 

entry
Part no.

 Cable gland 

entry
Part no.

 M20 263AB5320M 8-13 mm  M20 263A95320M 8-13 mm

M25 263AB53 9-16 mm M25 263A963 9-16 mm

M32 263AB5332M 12-21 mm M32 263A95332M 12-21 mm

*    For alternatives with Earth continuity, please contact us

BOXES
Ex metal cable gland 

included*

HANDLES
Ex metal cable gland 

included*

DX

141



 MARECHAL ELECTRIC MAROMME

II2 G D Ex de IIC tD A21

-40 °C ≤ Ta ≤ +60 °C T5 T90 °C

-40 °C ≤ Ta ≤ +50 °C  T6  T80 °C 

IECEx LCI 09.0015  /  LCIE 04 ATEX 6038

63 A
IP65/IP66

Voltage 50 Hz Polarity Part no. Part no. Part no.

 1P+N+E 2664015 2666015 12-21 mm 2661015

 3P+E 2664013 2666013 12-21 mm 2661013

 3P+N+E 2664017 2666017 12-21 mm 2661017

 � Other voltages, frequencies and contact configurations are available (see page 10).

SOCKET-OUTLET
female

DX6 (63 A)

  Rated current (with wiring according to standard) 63 A

 Maximum voltage 750 V

 IP protection lid closed IP65

 IP protection connected plug IP65/IP66

Shock resistance IK10

 Ambient temperature  -40 °C to +60 °C

 Flexible wiring (min-max) 16 - 50 mm2

Stranded wiring (min-max) 16 - 50 mm2

Other wiring on request

Keying positions 12

Protection mode de

 ATEX zones  1 & 2, 21 & 22

MAIN FEATURES

T
Y
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 C
O

N
F

IG
U

R
A

T
IO

N

  Wall box 90°
 266AB53

 Socket-outlet
 2664017

  WALL BOX DX6

  Plug
 2661017

 PLUG DX6

220 - 250 V

380 - 440 V

380 - 440 V

 INCLINED
APPLIANCE INLET 
male DX6 (63 A)

PLUG
male

DX6 (63 A)

LOCKING

 Locking position connected or disconnected by lockable shaft as standard.

DX6  DECONTACTOR™ METAL

 EACH SOCKET OUTLET OR INLET 

MUST BE ASSOCIATED WITH A 

BOX, A SLEEVE OR A HANDLE.

Wall box
metal 90°

Straight handle
metal

 Cable gland 

entry
Part no.

 Cable gland 

entry
Part no.

 M25 266AB5325M 9-16 mm  M25 266A95325M 9-16 mm

M32 266AB53 12-21 mm M32 266A963 12-21 mm

M40 266AB5340M 16-27 mm M40 266A95340M 16-27 mm

*    For alternatives with Earth continuity, please contact us

BOXES
Ex metal cable gland 

included*

HANDLES
Ex metal cable gland 

included*
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 MARECHAL ELECTRIC MAROMME

II2 G D Ex de IIC tD A21

-40 °C ≤ Ta ≤ +60 °C T5 T90 °C

-40 °C ≤ Ta ≤ +50 °C  T6    T80 °C 

IECEx LCI 09.0015  /  LCIE 04 ATEX 6038

125 A
IP65/IP66

Voltage 50 Hz Polarity Part no. Part no. Part no.

 380 - 440 V 3P+E 2694013 2696013 16-27 mm 2691013

380 - 440 V 3P+N+E 2694017 2696017 16-27 mm 2691017

 23-35 mm  269101350M

 23-35 mm  269101750M

 36-48 mm  269101363M

 36-48 mm  269101763M

 � Other voltages, frequencies and contact configurations are available (see page 10).

SOCKET-OUTLET
female

DX9 (125 A)

  Rated current (with wiring according to standard) 125 A

 Maximum voltage 750 V

IP protection lid closed IP65

 IP protection connected plug IP65/IP66

Shock resistance IK10

 Ambient temperature  -40 °C to +60 °C

 Flexible wiring (min-max) 50 - 70 mm2

Stranded wiring (min-max) 50 - 70 mm2

Other wiring on request

Keying positions 12

Protection mode de

 ATEX zones  1 & 2, 21 & 22

MAIN FEATURES

T
Y

P
IC
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L

 C
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N
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A
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  Wall box 90°
 269AB53

 Socket-outlet
 2694017

  WALL BOX DX9

  Plug
 2691017

 PLUG DX9

380 - 440 V

380 - 440 V

 INCLINED
APPLIANCE INLET 
male DX9 (125 A)

PLUG
male

DX9 (125 A)

LOCKING

 Locking position connected or disconnected by lockable shaft as standard.

DX9  DECONTACTOR™ METAL

 EACH SOCKET OUTLET OR INLET 

MUST BE ASSOCIATED WITH A 

BOX, A SLEEVE OR A HANDLE.

Wall box
metal 90°

Straight handle
metal

 Cable gland 

entry
Part no.

 Cable gland 

entry
Part no.

 M32 269AB5332M 12-21 mm  M32 269A95332M 12-21 mm

M40 269AB53 16-27 mm M40 269A963 16-27 mm

M50 269AB5350M 23-35 mm M50 269A95350M 23-35 mm

M63 269AB5363M 36-48 mm M63 269A95363M 36-48 mm

*    For alternatives with Earth continuity, please contact us

BOXES
Ex metal cable gland 

included*

HANDLES
Ex metal cable gland 

included*

DX
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 MARECHAL ELECTRIC MAROMME

II2 G D Ex de IIC tD A21

-40 °C ≤ Ta ≤ +60 °C  T3  T91 °C 

IECEx LCI 09.0015  /  LCIE 04 ATEX 6038

200 A
IP65/IP66

Voltage 50 Hz Polarity Part no. Part no. Part no.

 380 - 440 V 3P+E 2674013  2676013  36-48mm  2671013

380 - 440 V 3P+N+E 2674017  2676017  36-48mm  2671017

 � Other voltages, frequencies and contact configurations are available (see page 10).

SOCKET-
OUTLET female

DX2 (200 A)

  Rated current (with wiring 70 mm2) 200 A

 Maximum voltage 750 V

IP protection lid closed IP65

 IP protection connected plug IP65/IP66

Shock resistance IK10

 Ambient temperature  -40 °C to +60 °C

  Flexible wiring 70 mm2

Stranded wiring 70 mm2

Other wiring on request

Keying positions 12

Protection mode de

 ATEX zones  1 & 2, 21 & 22

MAIN FEATURES

T
Y

P
IC

A
L

 C
O

N
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A
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N

  Wall box 90°
 267AB53

 Socket-outlet
 2674017

  WALL BOX DX2

  Plug
 2671017

 PLUG DX2

380 - 440 V

380 - 440 V

 INCLINED
APPLIANCE INLET 
male DX2 (200 A)

PLUG
male

DX2 (200 A)

LOCKING

 Locking position connected or disconnected by lockable shaft as standard.

DX2  DECONTACTOR™ METAL

 EACH SOCKET OUTLET OR INLET 

MUST BE ASSOCIATED WITH A 

BOX, A SLEEVE OR A HANDLE.

Wall box
metal 90°

Straight handle
metal

 Cable gland 

entry
Part no.

 Cable gland 

entry
Part no.

 M63 267AB53 36-48 mm  M63 267A963 36-48 mm

BOXES
Ex metal cable gland 

included

HANDLES
Ex metal cable gland 

included
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